
SÉLECTIONNEZ LA TAILLE DU 
RECEVEUR A (CM) B (CM) C (CM) D (CM)

90x80cm 70 90 20 80

100x80cm 70 100 30 80

110x70cm 70 110 40 70

120x80cm 70 120 50 80

120x90cm 70 120 50 90

140x80cm 80 140 60 80

140x90cm 80 140 60 90

150x80cm 90 150 60 80

150x90cm 90 150 60 90

160x80cm 100 160 60 80

170x80cm 100 170 70 80

170x90cm 100 170 70 90

180x90cm 100 180 80 90



CARACTÉRISTIQUES DU RECEVEUR

Dimensions SKU Poids 
Kg

Position de la 
bonde Matériau Profondeur

90x80cm SHTSL900800W 10.6 SMC 3cm

100x80cm SHTSL1000800W 11.1 SMC 3cm

110x70cm SHTSL1100700W 13.1 SMC 3cm

120x80cm SHTSL1200800W 13.5 SMC 3cm

120x90cm SHTSL1200900W 15.9 SMC 3cm

140x80cm SHTSL1400800W 15.3 SMC 3cm

140x90cm SHTSL1400900W 17.5 SMC 3cm

150x80cm SHTSL1500800W 17.6 SMC 3cm

150x90cm SHTSL1500900W 19.1 SMC 3cm

160x80cm SHTSL1600800W 18.4 SMC 3cm

170x80cm SHTSL1700800W 19.2 SMC 3cm

170x90cm SHTSL1700900W 20.7 SMC 3cm

180x90cm SHTSL1800900W 21.5 SMC 3cm

CARACTÉRISTIQUES DU VERRE

Dimensions SKU Épaisseur Poids 
Kg Ajustement

195x70cm SEPWR700-UV 0.8cm 30 70-72.5cm

195x70cm SEPWR700-UV 0.8cm 30 70-72.5cm

195x70cm SEPWR700-UV 0.8cm 30 70-72.5cm

195x70cm SEPWR700-UV 0.8cm 30 70-72.5cm

195x70cm SEPWR700-UV 0.8cm 30 70-72.5cm

195x80cm SEPWR800-UV 0.8cm 34 80-82.5cm

195x80cm SEPWR800-UV 0.8cm 34 80-82.5cm

195x90cm SEPWR900-UV 0.8cm 37 87.5-90cm

195x90cm SEPWR900-UV 0.8cm 37 87.5-90cm

195x100cm SEPWR100-UV 0.8cm 43 100-102.5cm

195x100cm SEPWR100-UV 0.8cm 43 100-102.5cm

195x100cm SEPWR100-UV 0.8cm 43 100-102.5cm

195x100cm SEPWR100-UV 0.8cm 43 100-102.5cm

BRAS / SOUTIEN

Forme Matériau

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

Carré Aluminium

PAROI DE RETOUR

Dimensions SKU Épaisseur Poids Kg Ajustement

195x25cm SEPWR800-UV 8cm 34 80-82.5cm

195x25cm SEPWR800-UV 8cm 34 80-82.5cm

195x25cm SEPWR700-UV 8mm 30 70-72.5cm

195x25cm SEPWR800-UV 8mm 34 80-82.5cm

195x25cm SEPWR900-UV 8mm 37 87.5-90cm

195x25cm SEPWR800-UV 8mm 34 80-82.5cm

195x25cm SEPWR900-UV 8mm 37 87.5-90cm

195x25cm SEPWR800-UV 8mm 34 80-82.5cm

195x25cm SEPWR900-UV 8mm 37 87.5-90cm

195x25cm SEPWR800-UV 8mm 34 80-82.5cm

195x25cm SEPWR800-UV 8mm 34 80-82.5cm

195x25cm SEPWR900-UV 8mm 37 87.5-90cm

195x25cm SEPWR900-UV 8mm 37 87.5-90cm


